“3“ MIN.

Wex12
— = I
7T T

1” FLEXIBLE CONDUIT

lg"x 16" x 16"

PLATE
(NOT REQUIRED D
WITH SIGN 5
LIGHTING ‘ 49\(?‘?;_
SYSTEM) »
QJ/Q_

CLAMP FOR 1" RIGID CONDUIT (L
AT 2'-0" ON CENTER

— EXISTING SIGN SUPPORTS

lg" BOLT WITH LOCK NUT
C—— — & WASHER

SECTION C-C
W6x12

T8 OR LB AS REQ'D

CONNECTED TO 1 DIA.

CONDUIT ALONG ~ T 5" DIA. S.S. TYPE 304 OR

BOTTOM TRUSS CHORD — ]| \ AL : zg; ungkrzuvTuTH FLAT WASHER
E] - FOUR (4) PER SUPPORT

SIGN FACE —=
C6x8.2 CONNECTED WITH
/_TPIU (2) %" DIA. A325 BOLTS

6°-0"
(NOT REQUIRED WITH
SIGN LIGHTING

SIGN LUMINAIRE 3" x6"x6 " — SYSTEM)

o PLATE ]
W6x12 C X/ ] B
gv 37-0" MIN (VARIES)
- - - 2

1” FLEXIBLE CONDUIT

T~~~

[

—— 1“ RIGID CONDUIT

__________________________ S
E——= =/
T
W 6x12 Wéx12
1” FLEXIBLE CONDUIT

A?ILL HOLES AS REQUIRED FOR 34" THICK PLATE

LUMINAIRE FIXTURE. AFFECTED
METAL SHALL BE REPAIRED TO
CONFORM TO A 780.

SECTION B-B

1" DIA. CONDUIT SHALL BE ATTACHED TO BOTTOM

NOTE:
CHORD OF TRUSS SPAN USING CONDUIT CLAMPS
SPACED AT 5'-0" ON CENTER.
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